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Digital Meter Upgrade Manual

Follow these instructions carefully to upgrade your Digital Satellite Meter using HyperTerminal.

WARNING!!! Read these instructions completely before proceeding.

All software is offered "as is" and without guarantee.  This software is for experienced users 
only.  If you don't have the ability to load this software or if you feel unsure of your abilities, DO 
NOT use this software.  Trimax Technology is in no way responsible for the use or mis-use of this 
software.  Any repairs required because of your use or mis-use of this software will be charged 

at normal repair rates and normal replacement parts cost.  
***USE THIS SOFTWARE AT YOUR OWN RISK***

1. Start your computer. 

2. Start HyperTerminal.
Click start ---> All Programs ---> Accessories ---> Communications ---> 
HyperTerminal
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3. Enter a name and choose a icon for the connection.

4. Press OK and you will see:

Change the “Connect using” window to the proper COM port used by your computer.

5. COMx Properties window will open.  Enter 115200 in the “Bits per second” window and 
None in the “Flow control” window as shown below.
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6. Press OK.  Choose File --> Save As

Type in “Software Download”.  Click on “Save”.  Setting the HyperTerminal is now done.

Software Download

WARNING!!! Read these instructions completely before proceeding.

All software is offered "as is" and without guarantee.  This software is for experienced users 
only.  If you don't have the ability to load this software or if you feel unsure of your abilities, DO 
NOT use this software.  Trimax Technology is in no way responsible for the use or mis-use of this 
software.  Any repairs required because of your use or mis-use of this software will be charged 

at normal repair rates and normal replacement parts cost.  
***USE THIS SOFTWARE AT YOUR OWN RISK***

1. Connect the meter to the PC using the provided download cable.

2. Open HyperTerminal.  Click Cancel on the “New Connection” window.

3. Click File ---> Open and choose the file you just made “software download.ht” from the 
list.

4. Click Transfer ---> Send File 
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5. Choose the upgrade file and set the Protocol to “1K Xmodem”. 

6. Press “Send”

7. Press and hold the “Power On” button of the meter for 2 seconds or until you see the 
progress bar start.  
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8. When the process finishes, you will see this screen.

9. WARNING!!!  DO NOT TURN OFF THE METER UNTIL THE UPGRADE FINISHES.
You will see “OK.  Reset.” when the process finishes and it is safe to turn off the meter.

You should always reboot the meter after a upgrade by turning the power off first and then 
back on.  
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